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MIXING A PREDETERMINED AMOUNT OF DRYING
AGENT, A DRYWALL JOINT COMPOUND AND WATER
TO FORM A JOINT COMPOUND MIXTURE
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APPLYING A FIRST COAT OF THE JOINT COMPOUND
MIXTURE TO THE DRYWALL JOINTS
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ALLOWING THE FIRST COAT OF THE JOINT COMPOUND
MIXTURE TO CURE FOR A SUFFICIENT PERIOD OF TIME
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| APPLYING A SECOND COAT OF THE JOINT COMPOUND |

MIXTURE TO THE DRYWALL JOINTS
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ALLOWING THE SECOND COAT OF THE JOINT COMPOUND
MIXTURE TO CURE FOR A SUFFICIENT PERIOD OF TIME
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APPLYING A THIRD COAT OF THE JOINT COMPOUND
MIXTURE TO THE DRYWALL JOINTS
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ALLOWING THE THIRD COAT OF THE JOINT COMPOUND
MIXTURE TO CURE FOR A SUFFICIENT PERIOD OF TIME
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MISTING THE THIRD COAT OF THE JOINT COMPOUND
MIXTURE WITH A LIQUID
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SMOOTHING THE THIRD COAT OF THE JOINT COMPOUND
MIXTURE WITH A TROWEL OR WITH A CLEAN, DAMP CLOTH
OR SPONGE BY RUBBING THE JOINT COMPOUND MIXTURE

IN A GENEBALLY CIRCULAR PATTERN




